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WE LOVE TO HEAR FROM YOU

Temperature Electronic Irreversible
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Main Features

USAGE TYPE Single-use 

ALARM INDICATOR red, green and blue LED

TEMPERATURE UNIT °C / °F

TEMPERATURE RANGE
-20°C     50°C 

(-4°F    122°F)

ACCURACY +/-0.5°C (+/- 32.9°F)

RESOLUTION 0.1°C

START DELAY ALARM Delay Programmable

ALARM EVENT Single / comulative (programmable)

RECORDING INTERVAL 5 minutes

RUN TIME/SAMPLING DURATION Up to 180 days

SHELF LIFE Battery 4 years / 3.0 v lithium battery

START/STOP MODE Push start button

CALIBRATION 3 point calibration

PACKAGING Food grade PA/PE packaging

ALARM TYPE Single Event or C = comulative

SIZE 50mm x 33mm x 5mm (L x W x H)

WEIGHT Approx. 10g

ALARM LIMITS 0 min alarm delay

DELIVERY CONTENTS Dispatch documents, certicifacte of validation and sealed pouch

CERTIFICATIONS EN 12830, CE, RoHS

PROTECTION CLASS IP67 / NEMA 6

INNO-CHECK

Your benefits at a glance: 

• Temperature monitoring on product level along the complete cold 

chain 

• Cost-effective and reliable 

• Smart design, easy to use 

• Waterproof and food compatible 

• No additional hardware or software required 

• Storage time 4 years 

• Intelligent LEDs for status monitoring


